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TRIBUNES
Unique for their elegance, sturdiness, versatility, fast assembly, compact size for 

transport and storage.
Selvolina’s staff are proud to have launched on the market a product which meets 

and satisfies the needs of the end user.

ROW MARATHON TRIBUNE
WITH FLAMEPROOF POLYPROPYLENE SEATS AND SEAT INDICATIONS

• MATERIAL: HOT-DIP GALVANIZED STEEL
• MODULE WIDTH: 180 cm
• MODULAR SYSTEM

VIEWER COVER

• MATERIAL: HIGH QUALITY HOT-DIP GALVANIZED STEEL
• WIDTH TO BE CALCULATED ACCORDING TO THE MODEL
• ROOFING: INSULATED SANDWICH PANELS
• SUITABLE FOR ALL MODELS

INSTALLATION OF TRIBUNES 

• SIMPLY LAID ON THE GROUND
• REINFORCED CONCRETE BASE
• WOODEN BASES

3 - 5 - 10 ROW COMPATTA TRIBUNE
WITH SEAT INDICATIONS

• MATERIAL: HOT-DIP GALVANIZED STEEL
• MODULE WIDTH: 180 cm
• EXTREMELY REDUCED DEPTH
• MODULAR SYSTEM

3 - 5 ROW TRIBUNE WITH WALKWAY
AND SEAT INDICATIONS

• MATERIAL: HOT-DIP GALVANIZED STEEL
• MODULE WIDTH: 180 cm
• MODULAR SYSTEM

THE ABOVE-MENTIONED PRODUCTS ARE ALWAYS AVAILABLE IN STOCK
ESTIMATED DELIVERY FOR CUSTOM PROJECTS: 90/150 DAYS

TECHNICAL SPECIFICATIONS AND ASSEMBLY INSTRUCTIONS
ARE AVAILABLE FOR EACH TRIBUNE
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Selvoline®: tribunes: unique for their elegance, sturdiness, versatility, fast assembly, compact size 
for transport and storage. They can be simply laid on the ground. Selvolina’s staff are proud to 
have launched on the market a product which meets and satisfies the needs of the end user. 
Suitable for indoors and outdoors.

Comfort:
Compatta tribunes: given the reduced depth of rows, comfortable flameproof wooden benches 
have been designed to avoid spectators sitting on steel surfaces.
Marathon tribunes: fitted with comfortable flameproof polypropylene seats.

REFERENCE REGULATION
Selvoline® tribunes are designed and manufactured in compliance with current regulations, that is 
the Italian Ministerial Decree of 17 January 2018 (NTC 2018), EN 1993-1-1 EUROCODE 3, EN 13200 
and EN 1090-1.
Selvolina complies with the following requirements as provided for by the above-mentioned 
regulations:
•	 our company is certified ISO 9001; ISO 3834-2; EN 1090-1 for the   marking to our products (EXC3);
•	 our company is qualified as a Steel Processing Centre by the Central Technical Service;
•	 our products come complete with:
	 -  drawing of the whole structure; 
	 -  flameproof certificate for benches and seatsi;
	 -  technical report signed by a qualified technician including a test of working load values:
		  s cuniformly distributed vertical load of 600 kg/m² (C5 category);
		  s horizontal load equal to 6% of the vertical imposed load with admitted deformation
		       of 1/200 (ratio between deflection and span or appropriate cantilever);
		  s resistance to the horizontal load on guardrails of 200 kg/m.
	 -  declaration of conformity, declaration of performance (DoP) and   label;
	 -  use and maintenance manual with assembly steps and spare parts manual, which contains 
        the details of the inspections required.

SELVOLINE® TRIBUNES
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TRIBUNES

3 row Compatta tribune

5 row Compatta tribune

3 row Marathon tribune

5 row Marathon tribune
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3 ROW COMPATTA TRIBUNE
with seat indications

Compatta tribunes are modular and their steel structure is made of a stair-shaped metal frame, supported 
by three height adjustable feet that compensate for uneven ground.
The legs and the diagonal bars of load-bearing frames are made of square steel tubes.
Treads are made of non-slip press-formed plates and are fixed to the load-bearing frame with safety 
locks. The tribune consists of load-bearing frames and treads and is stiffened with vertical braces, which 
are crossed (St. Andrew's cross) and fastened to the back of the frames. The tribune is also stiffened with 
horizontal braces.
Assembly: easy, quick and safe; a 10-module tribune can be installed by two people in three hours. 

TECHNICAL SPECIFICATIONS: 
• steel structure with anti-corrosion treatment of hot-dip galvanization;
• fitted with comfortable flameproof wooden benches (thickness: 9 mm) fastened to the treads;
• module width: 180 cm;
• riser height: 40 cm;
• module depth: 231 cm with 1-riser dividing step;
• row depth: 70 cm (first and second row) - 50 cm (top row);
• top row height: 120 cm (without guardrails);
• distance between seat centres: 45 cm;
• overall dimensions include all the modules and 16 cm at each side;
• seating capacity: see table on the dedicated page;
• side guardrails, side linking elements (“cancelletto”) and rear guardrails;
• passageway with non-slip treads (one row for up to 7 modules; two rows from 8 to 15 modules);
• each frame is fitted with an M8 thread for an earthing terminal;
• vertical load capacity: 600 kg/m²; resistance to the horizontal load on guardrails: 200 kg/m.

REFERENCE REGULATION 
Selvoline® tribunes are designed and manufactured in compliance with current regulations:
• Italian Ministerial Decree of 17 January 2018 (NTC 2018) “Technical standards for construction”;
• EN 1993-1-1 EUROCODE 3 “Design of steel structures”;
• EN 13200 "Spectator facilities", which replaces the UNI 9217 (withdrawn);
• EN 1090-1 “Execution of steel and aluminium structures”.
 
DOCUMENTS:
• drawing of the whole structure;
• flameproof certificate for wooden benches;
• technical report, declaration of conformity, declaration of 
   performance (DoP) and   label;
• use and maintenance manual with assembly steps and spare 
   parts manual, which contains the details of the inspections 
   required.

1 tribune with 2 modules
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TRIBUNES

Projects

3 row Compatta tribune with seat indications

Load-bearing frame2

Height adjustable foot1

Tread3

4 Stiffening and bracing
system

5
6
7

8

9 Passageway

Side guardrail10

11
Side linking element
(“cancelletto”)
Rear guardrail12

8
9

10

7
6
5
4
3
2

NO. OF
SEATS

NO. OF
MODULES

WEIGHT
(kg)

1805
1995
2190

1540
1370
1160
980
785
595

MAXIMUM LOADS PER FOOT IN daN

11
12

2355
2570

13
14

2750
2960

15 3150

14,4
16,2
18,0

12,6
10,8
9,0
7,2
5,4
3,6

19,8
21,6
23,4
25,2
27,0

91166838

200

120

231

Length
(see table)

120 cm

180 cm

6

2
1

5

7

8

12
11

10

4
3

9

84
96

108

78
66
54
42
30
18

120
132
144
156
168

225 2202 809
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5 ROW COMPATTA TRIBUNE
with seat indications

Compatta tribunes are modular and their steel structure is made of a stair-shaped metal frame, supported 
by four height adjustable feet that compensate for uneven ground.
The legs and the diagonal bars of load-bearing frames are made of square steel tubes. Treads are made 
of non-slip press-formed plates and are fixed to the load-bearing frame with safety locks. The tribune 
consists of load-bearing frames and treads and is stiffened with vertical braces, which are crossed (St. 
Andrew's cross) and fastened to the back of the frames. The tribune is also stiffened with horizontal 
braces.
Assembly: easy, quick and safe; a 10-module tribune can be installed by two people in three hours. 

TECHNICAL SPECIFICATIONS:
• steel structure with anti-corrosion treatment of hot-dip galvanization;
• fitted with comfortable flameproof wooden benches (thickness: 9 mm) fastened to the treads;
• module width: 180 cm;
• riser height: 40 cm;
• module depth: 367 cm with 1-riser dividing step;
• row depth: 70 cm (first four rows) - 50 cm (top row);
• top row height: 200 cm (without guardrails);
• distance between seat centres: 45 cm;
• overall dimensions include all the modules and 16 cm at each side;
• seating capacity: see table on the dedicated page;
• side guardrails, side linking elements (“cancelletto”) and rear guardrails;
• passageway with non-slip treads (one row for up to 7 modules; two rows from 8 to 15 modules);
• each frame is fitted with an M8 thread for an earthing terminal;
• vertical load capacity: 600 kg/m²; resistance to the horizontal load on guardrails: 200 kg/m.

REFERENCE REGULATION
Selvoline® tribunes are designed and manufactured in compliance with current regulations:
• Italian Ministerial Decree of 17 January 2018 (NTC 2018) “Technical standards for construction”;
• EN 1993-1-1 EUROCODE 3 “Design of steel structures”;
• EN 13200 "Spectator facilities", which replaces the UNI 9217 (withdrawn);
• EN 1090-1 “Execution of steel and aluminium structures”.
 
DOCUMENTS:
• drawing of the whole structure;
• flameproof certificate for wooden benches;
• technical report, declaration of conformity, declaration of
  performance (DoP) and   label;
• use and maintenance manual with assembly steps 
  and spare parts manual, which contains the details of the 
  inspections required.

1 tribune with 2 modules
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TRIBUNES

Projects

5 row Compatta tribune with seat indications

2

1

3

4
5

6
7

8

9

10

11

12

2
3
4
5
6
7

10
9
8

11
12
13
14
15

14,4
16,2
18,0

12,6
10,8
9,0
7,2
5,4
3,6

19,8
21,6
23,4
25,2
27,0

96813638 116

336

200

Length
(see table)

120 cm

180 cm

62

1

5

7

8

12
11

10

4
3

9

367

28
48
68
88

108
128

176
156
136

196
216
236
256
276

Load-bearing frame

Height adjustable foot

Tread

Stiffening and bracing
system

Passageway

Side guardrail
Side linking element
(“cancelletto”)
Rear guardrail

NO. OF
SEATS

NO. OF
MODULES

WEIGHT
(kg)

1063 2010 1650 927

MAXIMUM LOADS PER FOOT IN daN

980
1280
1580
1880
2200
2510

3540
3230
2885

3810
4140
4395
4635
4955
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10 ROW COMPATTA TRIBUNE
with seat indications

Compatta tribunes are modular and their steel structure is made of a stair-shaped metal frame, supported 
by seven height adjustable feet that compensate for uneven ground.
The legs and the diagonal bars of load-bearing frames are made of square steel tubes. Treads are made 
of non-slip press-formed plates and are fixed to the load-bearing frame with safety locks. The tribune 
consists of load-bearing frames and treads and is stiffened with vertical braces, which are crossed (St. 
Andrew's cross) and fastened to the back of the frames. The tribune is also stiffened with horizontal 
braces.

TECHNICAL SPECIFICATIONS: 
• steel structure with anti-corrosion treatment of hot-dip galvanization;
• fitted with comfortable flameproof wooden benches (thickness: 9 mm) fastened to the treads;
• module width: 180 cm;
• riser height: 40 cm;
• module depth: 710 cm with 1-riser dividing step;
• row depth: 70 cm (first nine rows) - 50 cm (top row);
• top row height: 400 cm (without guardrails);
• distance between seat centres: 45 cm;
• overall dimensions include all the modules and 16 cm at each side;
• seating capacity: see table on the dedicated page;
• side guardrails, side linking elements (“cancelletto”) and rear guardrails;
• passageway with non-slip treads (one row for up to 7 modules; two rows from 8 to 15 modules);
• each frame is fitted with an M8 thread for an earthing terminal;
• vertical load capacity: 600 kg/m²; resistance to the horizontal load on guardrails: 200 kg/m.

REFERENCE REGULATION
Selvoline®  tribunes are designed and manufactured in compliance with current regulations:
• Italian Ministerial Decree of 17 January 2018 (NTC 2018) “Technical standards for construction”;
• EN 1993-1-1 EUROCODE 3 “Design of steel structures”;
• EN 13200 "Spectator facilities", which replaces the UNI 9217 (withdrawn);
• EN 1090-1 “Execution of steel and aluminium structures”.
 
DOCUMENTS:
• drawing of the whole structure;
• flameproof certificate for wooden benches;
• technical report, declaration of conformity, declaration of performance (DoP) and  label;
• use and maintenance manual with assembly steps and spare parts manual, which contains the
   details of the inspections required.
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710
684

400

24,8 13567,5135 127,567,5135

2
3
4
5
6
7

10
9
8

53
93

133
173
213
253

346
306
266

1960
2635
3275
3935
4590
5245

7370
6715
6060

12
11

426
386

8680
8025

14
13

506
466

9990
9335

15 546 10645

3,6
5,4
7,2
9,0

10,8
12,6

18,0
16,2
14,4

19,8
21,6
23,4
25,2
27,0

2

1

3

4
5

6
7

8

9

10

11

12

180cm

120cm

11

10

8

9

4
3

1

2

5

6

7

Length
(see table)

12 NO. OF
MODULES

NO. OF
SEATS

WEIGHT
(kg)

Load-bearing frame

Height adjustable foot

Tread

Stiffening and bracing
system

Passageway

Side guardrail
Side linking element
(“cancelletto”)
Rear guardrail

492 1285 1265 1380 991 1142 781

MAXIMUM LOADS PER FOOT IN daN

TRIBUNES

10 row Compatta tribune, ideal for both permanent and temporary installations.

Projects

10 row Compatta tribune with seat indications
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3 ROW MARATHON TRIBUNE
with seat indications

Marathon tribunes are modular and their steel structure is made of a stair-shaped metal frame, 
supported by three height adjustable feet that compensate for uneven ground.
The legs and the diagonal bars of load-bearing frames are made of square steel tubes. Treads are 
made of non-slip press-formed plates and are fixed to the load-bearing frame with safety locks. The 
tribune consists of load-bearing frames and treads and is stiffened with vertical braces, which are 
crossed (St. Andrew's cross) and fastened to the back of the frames. The tribune is also stiffened 
with horizontal braces.
Assembly: easy, quick and safe; a 10-module tribune can be installed by three people in three 
hours.

TECHNICAL SPECIFICATIONS:
• steel structure with anti-corrosion treatment of hot-dip galvanization;
• fitted with comfortable flameproof polypropylene seats, colour: green (pricing for other colours 
   available on request);
• module width: 180 cm;
• riser height: 40 cm;
• module depth: 278 cm with 1-riser dividing step;
• row depth: 80 cm (first and second row) - 65 cm (top row);
• top row height: 120 cm (without guardrails);
• distance between seat centres: 45 cm;
• overall dimensions include all the modules and 16 cm at each side;
• seating capacity: see table on the dedicated page;
• side guardrails, side linking elements (“cancelletto”) and rear guardrails;
• passageway with non-slip treads (one row for up to 7 modules; two rows from 8 to 15 modules);
• each frame is fitted with an M8 thread for an earthing terminal;
• vertical load capacity: 600 kg/m²; resistance to the horizontal load on guardrails: 200 kg/m.

REFERENCE REGULATION
Selvoline® tribunes are designed and manufactured in compliance with current regulations:
• Italian Ministerial Decree of 17 January 2018 (NTC 2018) “Technical standards for construction”;
• EN 1993-1-1 EUROCODE 3 “Design of steel structures”;
• EN 13200 "Spectator facilities", which replaces the 
   UNI 9217 (withdrawn);
• EN 1090-1 “Execution of steel and aluminium structures”.
 
DOCUMENTS:
• drawing of the whole structure;
• flameproof certificate for polypropylene seats;
• technical report, declaration of conformity, declaration 
   of performance (DoP) and   label;
• use and maintenance manual with assembly steps
   and spare parts manual, which contains the details of 
   the inspections required.

1 tribune with 2 modules
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TRIBUNES

Projects

12

11

10

9

8
7

6
5

4

3

1

2

120 cm
180 cm

Seat13

8 84
969

10 108

787
6 66

545
4 42

303
2 18

12011
12 132

14413
14 156

16815

685
920

1150
1385
1640
1865

2580
2270
2030

3030
2690

3505
3260

3700

14,4
16,2
18,0

12,6
10,8
9,0
7,2
5,4
3,6

19,8
21,6
23,4
25,2
27,0

11
12

8

7

1

2

3

4

5

9

10

13

Length
(see table)

98045 144

243

120

278

Load-bearing frame

Height adjustable foot

Tread

Stiffening and bracing
system

Passageway

Side guardrail
Side linking element
(“cancelletto”)
Rear guardrail

NO. OF
SEATS

NO. OF
MODULES

WEIGHT
(kg)

725 1846 1267

MAXIMUM LOADS PER FOOT IN daN

3 row Marathon tribune with seat indications
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5 ROW MARATHON TRIBUNE
with seat indications

Marathon tribunes are modular and their steel structure is made of a stair-shaped metal frame, supported 
by four height adjustable feet that compensate for uneven ground.
The legs and the diagonal bars of load-bearing frames are made of square steel tubes. Treads are 
made of non-slip press-formed plates and are fixed to the load-bearing frame with safety locks.
The tribune consists of load-bearing frames and treads and is stiffened with vertical braces, which are 
crossed (St. Andrew's cross) and fastened to the back of the frames. The tribune is also stiffened with 
horizontal braces.
Assembly: easy, quick and safe; a 10-module tribune can be installed by four people in four hours.

TECHNICAL SPECIFICATIONS:
• steel structure with anti-corrosion treatment of hot-dip galvanization;
• fitted with comfortable flameproof polypropylene seats, colour: green (pricing for other colours 
   available on request);
• module width: 180 cm;
• riser height: 40 cm;
• module depth: 438 cm with 1-riser dividing step;
• row depth: 80 cm (first four rows) - 65 cm (top row);
• top row height: 200 cm (without guardrails);
• distance between seat centres: 45 cm;
• overall dimensions include all the modules and 16 cm at each side;
• seating capacity: see table on the dedicated page;
• side guardrails, side linking elements (“cancelletto”) and rear guardrails;
• passageway with non-slip treads (one row for up to 7 modules; two rows from 8 to 15 modules);
• each frame is fitted with an M8 thread for an earthing terminal;
• vertical load capacity: 600 kg/m²; resistance to the horizontal load on guardrails: 200 kg/m.

REFERENCE REGULATION
Selvoline® tribunes are designed and manufactured in compliance with current regulations:
• Italian Ministerial Decree of 17 January 2018 (NTC 2018) “Technical standards for construction”;
• EN 1993-1-1 EUROCODE 3 “Design of steel structures”;
• EN 13200 "Spectator facilities", which replaces the UNI 9217 
  (withdrawn);
• EN 1090-1 “Execution of steel and aluminium structures”.
 
DOCUMENTS::
•	 drawing of the whole structure;
• flameproof certificate for polypropylene seats;
• technical report, declaration of conformity, declaration of 
   performance (DoP) and   label;
• use and maintenance manual with assembly steps 
   and spare parts manual, which contains the details of the 
   inspections required.

1 tribune with 2 modules
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TRIBUNES

Projects

120 cm 13

4

3

9

10

11
12

5

1

2

282
3 48

684
5 88

1086
7 128

17610
9 156

1368

19611
12 216

23613
14 256

27615

1105
1470
1830
2195
2560
2920

4085
3720
3355

4810
4445

5535
5170

5895

180 cm

6

14,4
16,2
18,0

12,6
10,8
9,0
7,2
5,4
3,6

19,8
21,6
23,4
25,2
27,0

12

11

10

9

8
7

6
5

4

3

1

2

13

Length
(see table)

98016045 144

403
438

200

NO. OF
SEATS

NO. OF
MODULES

WEIGHT
(kg)

Load-bearing frame

Height adjustable foot

Tread

Stiffening and bracing
system Seat

Passageway

Side guardrail
Side linking element
(“cancelletto”)
Rear guardrail

1143 2403 1977 1112

MAXIMUM LOADS PER FOOT IN daN

8

7

5 row Marathon tribune with seat indications
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1 tribune with 2 modules

TRIBUNE 7 ROW MARATHON
with seat indications

Marathon tribunes are modular and their steel structure is made of a stair-shaped metal frame, supported 
by six height adjustable feet that compensate for uneven ground.
The legs and the diagonal bars of load-bearing frames are made of square steel tubes. Treads are 
made of non-slip press-formed plates and are fixed to the load-bearing frame with safety locks. 
The tribune consists of load-bearing frames and treads and is stiffened with vertical braces, which are 
crossed (St. Andrew's cross) and fastened to the back of the frames. The tribune is also stiffened with 
horizontal braces.

TECHNICAL SPECIFICATIONS: 
• steel structure with anti-corrosion treatment of hot-dip galvanization;
• fitted with comfortable flameproof polypropylene seats, colour: green (pricing for other colours 
  available on request);
• module width: 180 cm;
• riser height: 40 cm;
• module depth: 598 cm with 1-riser dividing step;
• row depth: 80 cm (first four rows) - 65 cm (top row);
• top row height: 280 cm (without guardrails);
• distance between seat centres: 45 cm;
• overall dimensions include all the modules and 16 cm at each side;
• seating capacity: see table on the dedicated page;
• side guardrails, side linking elements (“cancelletto”) and rear guardrails;
• passageway with non-slip treads (one row for up to 7 modules; two rows from 8 to 15 modules);
• each frame is fitted with an M8 thread for an earthing terminal;
• vertical load capacity: 600 kg/m²; resistance to the horizontal load on guardrails: 200 kg/m.

REFERENCE REGULATION
Selvoline® tribunes are designed and manufactured in compliance with current regulations:
• Italian Ministerial Decree of 17 January 2018 (NTC 2018) “Technical standards for construction”;
• EN 1993-1-1 EUROCODE 3 “Design of steel structures”;
• EN 13200 "Spectator facilities", which replaces the UNI 9217 
  (withdrawn);
• EN 1090-1 “Execution of steel and aluminium structures”.
 
DOCUMENTS:
• drawing of the whole structure;
• flameproof certificate for polypropylene seats;
• technical report, declaration of conformity, declaration 
  of performance (DoP) and  label;
• use and maintenance manual with assembly steps 
  and spare parts manual, which contains the details of the 
  inspections required.
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TRIBUNES

Projects

7 row Marathon tribune with seat indications

382
3 66

944
5 122

1506
7 178

24410
9 216

1888

27211
12 300

32813
14 356

38415

1700
2250
2815
3375
3935
4490

6270
5715
5150

7390
6830

8505
7945

9065

14,4
16,2
18,0

12,6
10,8
9,0
7,2
5,4
3,6

19,8
21,6
23,4
25,2
27,0

Length
(see table)

120 cm

180 cm
563

45 160 80 80 80 144 9

8

2

5
6

13
4

3

9

10

11
12

8

7

1

12

11

10

9

8
7

6
5

4

3

1

2

13

598

280Load-bearing frame

Height adjustable foot

Tread

Stiffening and bracing
system Seat

Passageway

Side guardrail
Side linking element
(“cancelletto”)
Rear guardrail

NO. OF
SEATS

NO. OF
MODULES

WEIGHT
(kg)

1154 2475 1156 1201 2333 1190

MAXIMUM LOADS PER FOOT IN daN



68 D - 22 R2  2023

TRIBUNE 2.1
with built-in steps

Overall dimensions include all the modules and 16 cm at each side.

Tribune 2.1 with built-in steps and 4 modules (three 180-cm modules with seats + a 132-cm module with 
passageway)

3 row Compatta tribune
with 4 modules

5 row Marathon tribune
with 5 modules
(4 modules with seats + 1 module
with passageway)

7 row Marathon tribune
with 4 modules

5 row Compatta tribune
with 4 modules
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TRIBUNES

5 row Tribuna Marathon 2.1 with built-in steps, comfortable seats and cut-out suitable for mobility challenged 
seating.

Modular structure in high quality hot-dip galvanized steel, with 19 modules, total length: 32.8 m. Total no. of 
seats: 313 + 2 for the mobility challenged.

Fitted with:
•	 cut-out suitable for mobility challenged seating (cut-out 3.4m x 1m);
•	 side guardrails, side linking elements (“cancelletto”) and rear guardrails;
•	 height adjustable feet for levelling;
•	 frames fitted with an M8 thread for an earthing terminal;
•	 passageways with non-slip treads (one row for up to 7 modules; two rows from 8 to 15 modules; three rows 

for up to 20 modules);
•	 flameproof polypropylene seats, colour: green, fastened to the treads.

TECHNICAL SPECIFICATIONS:
•	 module width: 180 cm;
•	 module width of passageways: 132 cm;
•	 riser height: 40 cm;
•	 module depth: 403 cm;
•	 row depth: 80 cm (first four rows) - 65 cm (top row);
•	 top row height: 200 cm (without guardrails);
•	 distance between seat centres: 45 cm.

5 ROW MARATHON TRIBUNE 2.1
with built-in steps
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3 row tribune with walkway, stairs and seats

TRIBUNE WITH WALKWAY

INSTALLATION OF TRIBUNES 

Installation: the tribune comes complete with adjustable feet.
1.  Install the tribune on a concrete base to facilitate cleaning under the tribunes.
2. In case of non-compact ground, bases made from wood or other suitable material are 
necessary to create a solid surface.
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TRIBUNES

VIEWER COVER
for tribunes

Modular structure in high quality hot-dip galvanized steel, with shed roof made of insulated metal 
sandwich panels. 
Independent structure. Suitable for all tribune models and module configurations.

Technical specifications: 
• legs and supporting tubes;
• front truss beam designed to replace vertical pillars which would otherwise impact line-of-sight. 
   The beam also supports advertising banners.
• roofing: insulated sandwich metal panels, thickness 3 cm;
• shed roof, slope: 4°;
• module width: 360 cm (distance between rear pillars centres);
• loads capacity: vref = 25 m/s, snow qsk = 1,5 kN/m².

REFERENCE REGULATION
Viewer covers are designed and manufactured in compliance with current regulations:
• Italian Ministerial Decree of 17 January 2018 (NTC 2018) “Technical standards for construction”;
• EN 1993-1-1 EUROCODE 3 “Design of steel structures”;
• EN 1090-1 “Execution of steel and aluminium structures”.
 
DOCUMENTS:
• drawing of the whole structure;
• technical report, declaration of conformity, declaration of performance (DoP) and  label;
• use and maintenance manual with assembly steps and spare parts manual, which contains the 
   details of the inspections required.
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Projects of tribunes

3 row Compatta tribune

5 row Compatta tribune

5 row Marathon tribune

3 row Compatta tribune

5 row Compatta tribune
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5 row Marathon tribune

TRIBUNES

Realizzazioni tribune

5 row Compatta tribune
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10 row Compatta tribune


